
HIP RESTRAINT

EXISTING HOLES

DRILL 3/8” HOLES

CC PRECEDENTFRONT BOTTOM CUSHION - MOUNTING HIP RESTRAINTS

PROPRIETARY & CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS DOCU-
MENT IS THE SOLE PROPERTY OF CUSTOM GOLF 
CAR SUPPLY. ANY REPRODUCTION IN PART OR AS 
A WHOLE, WITHOUT THE WRITTEN PERMISSION 
OF CUSTOM GOLF CAR SUPPLY IS PROHIBITED.

STEP 1:  Remove Top, Factory rear top supprts/rain tube and the bag 
rack assembly from car.

Remove the factory seat back cushion from the bag rack assembly and 
set aside to be used again in step 2.

Mount the right and left seat back supports to the car where the bag 
rack assembly was removed (Fig. 1 - DO NOT FULLY TIGHTEN).

STEP 2:  Attach the seat back cushions (factory back cushion from 
step 1 and new rear seat back cushion provided) to the seat back  
supports (Fig. 2 - FULLY TIGHTEN ALL BOLTS FROM STEPS 1 & 2).

STEP 3:  Attach the footrest supports to the bumper angle (Fig. 3 - DO 
NOT FULLY TIGHTEN).

STEP 4: Attach footrest cover to the footrest & bumper angle assembly 
(Fig. 4 - DO NOT FULLY TIGHTEN).

STEP 1 - Drill Holes In Hip Restraints

DRILL 3/8” HOLE

1-1/4” 
HOLE CENTER TO 

HOLE CENTER

REPEAT FOR OPPOSITE HIP RESTRAINT

STEP 2 - Mount Hip Restraints STEP 3 - Mount Seat Brackets

MOUNT HIP RESTRAINTS USING THE HARDWARE PROVIDED

SEE STEP 3

MOUNT THE FACTORY SEAT BRACKETS 
USING THE HARDWARE PROVIDED

FACTORY SEAT BRACKET

NOTE: USE THE 
LARGE WASHER ON 
THE REAR HOLE


